
• two lines

• SIP RfC 3261 compliant

• Codecs Supported: G711a; G711µ; G729 

• Supports 802.1Q VLan tagging 

• Supports DHCP or static IP address

• 2-port 10/100 Ethernet switch

• 12-key DtMf keypad

• Speakerphone (optional)

• Up to 10 programmable service keys

• Hold, Mute, Conference, Redial keys

• aDa-compliant volume control
 with enhanced Sonica™ hearing 
 aid compatibility

• Visual message waiting indicator

Power:  Local or PoE (optional)

Humidity:  65% ± 20%

temperature:  77ºf ± 50ºf   (25ºC ± 10ºC)

Weight:   2lb. (.9 kg)

footprint:  6.0in. x 9.0in. 
   (15.24cm x 22.86cm)

FEATURES AND SPECIFICATIONS

ContaCt Info: 800.794.8353 www.teledex.com sales@teledex.com

teledex iPhone SIP nD2200 series phones are the perfect 

complement to our large color display iPhones. Designed for 

the specific needs of the global hospitality industry, teledex 

iPhones are easy for It managers to set up, and easy for 

your guests to use.

You get the outstanding voice quality and 

durability that teledex is known for. and  

because these VoIP phones share the same  

attractive case design as our analog 

iPhones, you can install a mix of  

technologies (SIP and analog)  

in a single deployment and 

still present a consistent 

look and feel.

The power and flexibility of SIP. 
Made just for hospitality.

SIP ND2200 SERIES The first IP phone 
designed just  

for hotels.
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